


3-Disc Player
The diamond-shaped disc-drive/control unit has three 
disc players: one plays video DVDs as well as music CDs; 
the others are devoted exclusively to music reproduction. 
The three players operate independently but together 
constitute an unusual 3-disc changer that provides 
continuous music, uninterrupted disc-to-disc transition. 
Two players can be playback simultaneously for Multi-
Zone application. The CD players are easy to use and 
programmable, both individually and as an ensemble.

Wide Format Compatibility and Progressive Scan 
In addition to playback the standard video DVD and 
CD formats, the DVD player also offers MP3 and JPEG 
compatibility for a stunning range of entertainment 
options. 

Progressive scan realized with integrated Faroudja 
DCDi Video-Scaler™* delivers smooth film-like images 
free from flicker and other undesired artifacts on moving 
objects. It is ideal for large-screen reproduction.

A/V Tuner / Processor With Digital Audio Transmitter
The A/V Tuner / Processor houses the circuitry necessary 
for all surround sound processing modes; Dolby and 
DTS soundtracks decoding, audio/video inputs and 
outputs and the wireless digital audio transmitter.

Speaker System 
A perfectly matched speaker system with an active 
subwoofer driving both front satellite and centre speakers 
and a pair of active surround speakers with built-in digital 
audio receivers. The five satellite speakers are magnetically 
shielded and acoustically matched to produce a smooth, 
coherent 360 degree sound field. Together the system 
delivers wide dynamic range and extended frequency 
response. The soft dome tweeter is located between the 
bass / midrange drivers in the classic “D’Applito” 
configuration. This method results in excellent horizontal 
and vertical high-frequency dispersion and ensures superb 
localization and imaging.

The use of the optional subwoofer provides the ideal 
“twin-mono” configuration for excellent bass frequency 
propagation, sonic balance and placement flexibility.

Wireless Surround Speaker System 
High quality sound is assured due to the use of digital 
transmission. This eliminates the need to run unsightly 
audio cable from the system to the rear surround speakers. 
And it works right out from the box with no set-up required.

Optional accessories: floor stand, wall mount, 2nd sub-woofer 
and others are available.

Multi-Zone/Multi-Source Capabilities
The SS12MKII was designed to provide audio/video 
entertainment not only in the room where it is installed, 
but in a remote location as well. Its multi-source capability 
makes it possible to select different A/V sources for each 
of the two rooms; for example, a DVD movie may be 
watched in the main room while a CD is played in another.

Note: Additional equipment are required for multi-zone installation.

Two Remote Controls Provide Exceptional Convenience
A full-function, learning type remote with a back-lit touch- 
sensitive LCD display designed for table-top use. And a 
compact, ergonomically designed sub-remote provides 
easy control for everyday use.

Innovative and Safe Disc Handling
Whether a disc is being loaded, ejected or moved into 
play position, the mechanism only handles it by its edges. 
Nothing comes into contact with the playing surface of 
the disc, to avoid scratches or damage.

Harmonic Time Alignment™
Nakamichi’s exclusive and highly acclaimed Harmonic 
Time Alignment technology is used on all channels to 
minimise distortion of the amplified signal. The high- 
powered HTA amplifier channels are capable of delivering 
clear, amazingly high sound pressure levels by means of 
creative engineering techniques and exact matching of 
speaker and amplifier.

wireless sound waves

* Registered trademark of Genesis Microchip Inc.
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