


H
O

M
E

 
T

H
E

A
T

E
R

 
S

Y
S

T
E

M

SPEAKERS

5-channel satellite speakers
• Enclosure: 2-way sealed type
• Mid-range driver: 5cm round 

cone x 2 (magnetic-shielded type)
• Tweeter: 2.5cm semi-dome 

(magnetic-shielded type)

Main and sub remotes

Dual active subwoofers
with built-in amplifiers

• Enclosure: bandpass type
• Woofer driver: 16cm round 

cone (magnetic-shielded type)
• 3-channel power amplifiers (for 

2 satellite speakers and 1 subwoofer)
• Built-in universal power supply
• AC input (100 – 240v)

PURE AESTHETICS
The brushed aluminum top cover juxtaposed with half-mirror finished front panel
will complement any contemporary decor.

The 3 main component units can be placed on a desk top or bookshelf. Or even
stacked up vertically like a cube. Their front and top panel design features simplicity
of operation and control of main functions.
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‘Big sound’ home theater in one tiny bundle

Front panel functions
• FL display indicating DVD/CD 

functions

Rear panel audio/video outputs
• To A/V tuner/processor

– Video output (S-video/composite video)
– Audio output (digital output)

• To monitor (for direct connection)
– Video outputs (S-video/composite 
– video/component video)

• From A/V tuner/processor
– DC power supply input
– (CAT-5 cable connection)

Rear panel audio/video inputs
and outputs

• From DVD/CD player unit.
– Video input (S-video/composite video)
– Audio input (digital audio)

• To monitor
– Video outputs (S-video/composite video)

• To and from external VCR
– Video input/output (S-video/composite video)
– Audio input/output (analog audio)

• From other video sources such as cable TV
– Video input (S-video/composite video) 
– Audio input/output (analog audio)

• To two active subwoofers
– Audio output for left channel front and rear 
– satellite/subwoofer (8 pins connector)
– Audio output for right channel front and rear
– satellite/subwoofer (8 pins connector)

Others
– FM antenna output
– DC power input/output (CAT-5 cable connector)
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Side panel function
• Master power switch

Rear panel audio/video outputs
• To and from A/V tuner/processor

– DC power output/center channel audio 
signal input (through CAT-5 cable connection)

– Speaker output for center satellite speaker
– AC input (100 – 240v)

CENTER CHANNEL CROSSOVER & POWER AMPLIFIER

Internal circuits configuration
• Active high pass filter for

center speaker
• Power amplifier for center 

speaker
• Built-in universal power supply 

to drive other 2 units as well

Front panel
• LED power indicator

DVD/CD PLAYER

DVD/CD drive system
• Top loading mechanism design

Playback capability
• DVD/CD
• CD-R
• CD-RW
• MP3 CDs

Top panel key button functions
• Lid open
• Play/pause/stop
• Track up/down

A/V FM TUNER/PROCESSOR

Surround mode
• DTS, Dolby Digital, Pro Logic II

Music, Pro Logic II Movie, Natural,
Hall, Stadium, Pro Logic

Front panel functions
• Key button functions

– Source selection/power SW
– Volume up/down
– Select (VR/tone/balance/others)
– FM tuner button
– FM tuner seek up/down
– FM tuner preset up
– Preset memory button

• FL display indicating A/V tuner/ 
processor functions

• Auxiliary input (mini jack)
• Optical digital output (MD)
• Headphones output
• IR remote sensor

Optional accessories are available




